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PROJECT DESCRIPTION:

THE WORK ON THE PROJECT INCLUDES THE REMOVAL AND REPLACEMENT OF AN EXISTING BRIDGE
ABUTMENT AS WELL AS THE REMOVAL AND REPLACEMENT OF AN EXISTING FISHING PIER. THE
PROJECT ALSO INCLUDES RELATED SHORELINE RESTORATION AND PROTECTION ADJACENT TO THE
REPLACED STRUCTURES. THE PROJECT IS LOCATED ALONG THE SAUK RIVER ON THE VA HEALTH CARE
SYSTEM CAMPUS IN ST. CLOUD, STEARNS COUNTY, MINNESOTA. THE VA HEALTH CARE SYSTEM
CAMPUS IS LOCATED NORTH AND WEST OF THE INTERSECTION OF VETERANS DRIVE AND 44TH
AVENUE NORTH.

RECEIVING WATERS:

THE RECEIVING WATER IS THE SAUK RIVER WHICH IS THE NORTHERLY BORDER OF THE PROPERTY,
AND IS LISTED BY THE MPCA AS IMPAIRED.

RESPONSIBLE PARTIES:

THE ST. CLOUD VA AND THE CONTRACTOR ARE RESPONSIBLE CO-PERMITTEES FOR THE
IMPLEMENTATION OF THE STORM WATER POLLUTION PREVENTION PLAN (SWPPP). THE CONTRACTOR
IS RESPONSIBLE FOR INSTALLATION, INSPECTION, MAINTENANCE, AND REPAIR OF ALL EROSION
PREVENTION AND SEDIMENT CONTROL BMP'S BEFORE, DURING, AND AFTER ACTIVE CONSTRUCTION.
THE ST. CLOUD VA IS RESPONSIBLE FOR THE LONG-TERM OPERATIONS AND MAINTENANCE OF ALL
PERMANENT STORMWATER MANAGEMENT SYSTEMS. THE CONTRACTOR IS LIABLE UNTIL FINAL
STABILIZATION OF ALL DISTURBED AREAS IS ACHIEVED AND THE NOTICE OF TERMINATION
(NOT)/PERMIT MODIFICATION FORM IS SUBMITTED TO THE MPCA (AS SPECIFIED IN THE NPDES
CONSTRUCTION PERMIT.)

PROJECT ENGINEER ST. CLOUD VA CONTRACTOR
GINA M. DULLINGER, PE TBD
DESIGN TREE ENGINEERING, INC.
3339 W. ST. GERMAIN, SUITE 250
ST. CLOUD, MN 56301
(320) 217-5557
GMD@DESIGNTREEENGINEERING.COM

CONSTRUCTION NOTES:

CONSTRUCTION SHALL BE GOVERNED BY MNDOT SPECIFICATIONS, SPECIAL PROVISIONS,
AMENDMENTS AND THE PROJECT SPECIFICATIONS AND DETAIL PLATES. PERMITS AND MAPS RELATING
TO THE PROJECT'S SWPPP CAN BE FOUND IN THH PROJECT MANUAL. THE CONTRACTOR SHALL KEEP
THE INSPECTION AND MAINTENANCE LOG ON-SITE AT ALL TIMES DURING ACTIE CONSTRUCTION.
PLEASE REFER TO PLANS AND SPECIFICATIONS FOR ADDITIONAL SWPPP INFORMATION.

SPECIAL WATER, IMPAIRED WATER & TMDL IMPLEMENTATION PLANS:
THE SAUK RIVER IS LISTED AS IMPAIRED. ALL DISTURBED AREAS NOT ACTIVELY BEING WORKED MUST
BE STABILIZED WITHIN 7 DAYS. RUNOFF FROM THE PROJECT FLOWS DIRECTLY TO THE RIVER. ST.
CLOUD VA IS RESPONSIBLE FOR THE LONG TERM MAINTENANCE OF THE PROJECT. INLET PROTECTION,
SILT FENCES, FINAL STABILIZATION, AND BMP'S MUST BE IMPLEMENTED PRIOR TO ALLOWING ANY
WATER RUNOFF TO BE COLLECTED WITHIN THE ST. CLOUD VA STORM SEWER COLLECTION SYSTEM.

CALCULATIONS:

AREA TO BE DISTURBED = 0.368 AC
PRE-CONSTRUCTION IMPERVIOUS AREA = 0.050 AC
POST-CONSTRUCTION IMPERVIOUS AREA = 0.057 AC
NET INCREASE IN IMPERVIOUS AREA = 0.007 AC

TIMING OF BMP INSTALLATION:

THE EROSION AND SEDIMENT CONTROL BMP'S SHALL BE INSTALLED AS NECESSARY TO MINIMIZE
EROSION FROM DISTURBED SURFACES AND CAPTURE SEDIMENT ON SITE AND SHALL MEET THE
NPDES PERMIT PART IV CONSTRUCTION ACTIVITY REQUIREMENTS. PERIMETER CONTROLS SHALL BE
PLACED PRIOR TO THE START OF ANY CONSTRUCTION. ALL DISTURBED AREAS NOT ACTIVELY BEING
WORKED MUST BE STABILIZED WITHIN 7 DAYS.

STORM WATER POLLUTION PREVENTION PLAN (SWPPP):

THE PERMITTEES MUST IMPLEMENT THE ENTIRE SWPPP AND THE REQUIREMENTS OF THE NPDES
PERMIT. THE BMP'S IDENTIFIED IN TEH SWPPP AND IN THE PERMIT MUST BE SELECTED, INSTALLED AND
MAINTAINED IN AN APPROPRIATE AND FUNCTIONAL MANNER THAT IS IN ACCORDANCE WITH
MANUFACTURER SPECIFICATIONS AND ACCEPTED ENGINEERING PRACTICES.

CONTACTS:

AGENCY PERMIT NAME PHONE NUMBER

Stearns County Wayne Cymbaluk (320) 656-3613

DNR Waters Janell Miersch (218) 739-7576 Ext. 232

ACOE St. Paul Office (651) 290-5375

State Duty Officer MPCA (800) 422-0798

SWPPP Designer Gina M. Dullinger, PE (320) 217-5557

Erosion Control Review Daniel J. Folsom, PE (320) 217-5557

Erosion Control Supervisor TBD

LOCATION OF SWPPP REQUIREMENTS:

DESCRIPTION TITLE SHEET # OR SPECIFICATION SECTION

Receiving Surface Water Sauk River C1.0, C1.1, C1.2, C2.0, C2.1

Final Stabilization Grading and Erosion Control Plan C1.1, C2.1

Drainage Plans Grading and Erosion Control Plan C1.1, C2.1

Drainage Details Details C3.0, C3.2

Erosion Control Sheets Grading and Erosion Control Plan C1.1, C2.1

Erosion Control Details Details C3.0, C3.2

SEQUENCE OF CONSTRUCTION:

CONTRACTOR TO VERIFY THAT ALL APPLICABLE PERMITS HAVE BEEN OBTAINED AND NPDES PERMIT
MODIFICATION FORM HAS BEEN SUBMITTED TO MPCA PRIOR TO THE START OF CONSTRUCTION.

1. PERMITTEE MUST PLAN FOR AND IMPLEMENT CONSTRUCTION PHASING, VEGETATION BUFFER
STRIPS, HORIZONTAL SLOPE GRADING, AND OTHER CONSTRUCTION PRACTICES THAT MINIMIZE
EROSION, SO THAT THE INSPECTION AND MAINTENANCE REQUIREMENTS OF PART IV.E. OF THE
NPDES CONSTRUCTION PERMIT ARE COMPLIED WITH. THE LOCATION OF AREAS NOT TO BE
DISTURBED MUST BE DELINEATED ON THE PROJECT BEFORE SITE WORK BEGINS.

2. SEDIMENT CONTROL PRACTICES MUST BE ESTABLISHED ON ALL DOWN GRADIENT PERIMETERS
BEFORE ANY UP GRADIENT LAND DISTURBING ACTIVITIES BEGIN. THESE PRACTICES SHALL
REMAIN IN PLACE UNTIL FINAL STABILIZATION IS ACHIEVED.

3. CONTRACTOR TO ROUGH GRADE SITE AND PERFORM SITE CONSTRUCTION, THEN INSTALL AND
MAINTAIN ALL TEMPORARY/PERMANENT EROSION CONTROL BMP'S AS SHOWN ON PLANS AND IN
CONFORMANCE WITH NPDES CONSTRUCTION PERMIT REQUIREMENTS.

4. CONTRACTOR TO ACHIEVE FINAL STABILIZATION PRIOR TO SUBMISSION OF NOTICE OF
TERMINATION.

DEWATERING AND BASIN DRAINING:

DEWATERING OR BASIN DRAINING THAT MAY HAVE TURBIDOR SEDIMENT LADEN DISCHARGE WATER
MUST BE DISCHARGED TO A TEMPORARY OR PERMANENT SEDIMENTATION BASIN ON THE PROJECT
SITE WHENEVER POSSIBLE. DISCHARGE FROM THE TEMPORARY OR PERMANENT SEDIMENTATION
BASIN MUST BE VISUALLY CHECKED TO ENSURE ADEQUATE TREATMENT IS OBTAINED IN TEH BASIN
AND NUISANCE CONDITIONS, IMPACTS TO WETLANDS, AND EROSION IN RECEIVING CHANNELS OR ON
DOWNSLOPE PROPERTIES WILL NOT RESULT FROM THE DISCHARGE. ADEQUATE SEDIMENTATION
CONTROL MEASURES ARE REQUIRED FOR DISCHARGE WATER THAT CONTAINS SUSPENDED SOLIDS.

SOLID WASTE:

COLLECTED SEDIMENT, ASPHALT AND CONCRETE MILLINGS, FLOATING DEBRIS, PAPER, PLASTIC,
FABRIC, CONSTRUCTION AND DEMOLITION DEBRIS AND OTHER WASTES MUST BE DISPOSED OF
PROPERLY AND MUST COMPLY WITH MPCA DISPOSAL REQUIREMENTS.

HAZARDOUS MATERIALS:

OIL, GASOLINE, PAINT AND HAZARDOUS SUBSTANCES MUST BE PROPERLY STORED, INCLUDING
SECONDARY CONTAINMENT, TO PREVENT SPILLS, LEAKS OR OTHER DISCHARGE. RESTRICTED ACCESS
TO STORAGE AREAS MUST BE PROVIDED TO PREVENT VANDALISM. STORAGE AND DISPOSAL OF
HAZARDOUS WASTE MUST BE IN COMPLIANCE WITH MPCA REGULATIONS.

CONCRETE WASHOUT ON-SITE:

ALL LIQUID AND SOLID WASTES GENERATED BY CONCRETE WASHOUT OPERATIONS MUST BE
CONTAINED IN A LEAK-PROOF CONTAINMENT FACILITY. THE LIQUID AND SOLID WASTES MUST NOT
CONTACT THE GROUND AND THERE MUST NOT BE RUNOFF FROM THE CONCRETE WASHOUT
OPERATIONS OR AREAS.






